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Sidelite ECO + DALIeco BT RTC control
99050.1167

∼ 230 V    50 Hz IP 40          

4 x 1,5 mm²

 1,50 mm²
10

20

30

40

50

60

0 -20

-10

10

0

[mm] [mm] P
 

L 622, B 622, HE 160, HEL
36, S 10-25

LED 1 x 32 W

 

Φ [lm] P [W] EEK EEK
 

3200 32 A+ A+ 3,18 kg
 

CCT [K] CRI
 

2700 - 6500 80
 

I  /2max

T50

Imax
B10

[St.]

B16

[St.]

C10

[St.]

C16

[St.]
 

29 A / 153 µs 18 30 31 51
 

1
2

3
INSTRUCTION

WARTUNGSPLAN/

MAINTENANCE
SCHEDULE

DIN EN 61340-5-1 EN 12464

EN 13201

EN 12464

EN 13201
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100%<100%

EN 12464 !
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L

B

Rastermaße
Lx B

625 x 625

RZB - Rudolf Zimmermann, Bamberg GmbH
Rheinstraße 16 Telefon: 0951/7909-0  
96052 Bamberg Telefax: 0951/7909-198 E-mail: info@rzb-leuchten.de
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schwarz zu
schwarz! /
black to black!
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2. 2.
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Nicht zur Abdeckung mit

Wärmedämm-Material

geeignete Leuchten

Not to be covered with

thermal insulation material

Mounting direction:

Mounting direction

Mounting direction

Mounting direction

Mounting direction

Mounting direction

Mounting direction

Mounting direction

Mounting direction

Mounting direction

Mounting direction

Mounting direction

Mounting direction
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Anschluss / wiring  

1.
0,5 Nm

2.

3. 0,5 Nm

DA  DA       
L     N

4.
4.

4.

blau

grün/gelb
braun
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T1

OSRAM BT CONTROL

Android 4.x
IOS 8.4

OSRAM BT CONFIG

App starten, Uhr synchronisieren! /
Start the app, synchronize
the real time clock!

Instruktion DALIeco BT RTC
control beachten! /
Follow the DALIeco BT RTC
control instruction!
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